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Technically permissible maximum load/mass on each axle:

Variant Frt. Axle Rr Axle ALL ALL
Max kg Max kg

LN5SY 1040 940

LB5U 1105 940

Variant Frt. Axle Rr Axle ALL ALL
Max kg Max kg

LN6Y 1040 940

LB6Y 1065 940

LB6U 1105 940

Technically permissible maximum towable mass of the motor vehicle in case of

Centre-axle trailer:

Variant Towable Mass ALL ALL
Max kg

LNeY 455

LB6Y 455

LB6U 455

Variant Towable Mass ALL ALL
Max kg

LNSY 455

LB5U 455

Technically permissible maximum laden mass of the combination:

Variant Max Laden Combination ALL ALL

Mass kg
LNSY 2375

LB5U 2445
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2114 Technically permissible maximum laden mass of the combination:
Variant Max Laden Combination ALL ALL
Mass kg
LN6Y 2375
LB6Y 2405
LB6U 2445
211.6 Maximum mass of unbraked trailer:
Variant Max Unbraked Trailer ALL ALL
Mass kg
LN5Y 450
LB5U 450
Variant Max Unbraked Trailer ALL ALL
Mass kg
LN6Y 450
LB6Y 450
LB6U 450
212 Technically permissible maximum static vertical load/mass on the vehicle's coupling point
Variant Max Vertical Load (kg) ALL ALL

on Coupling Point

LN6Y 25
LB6Y 25
LB6U 25
Variant Max Vertical Load (kg) ALL ALL

on Coupling Point
LN5Y 25

LB5U 25




